
OSMORIA Geoclean
Permeable construction machinery 
parking area
Removing hydrocarbons and PAHs from stormwater

INSTALLATION GUIDELINE
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This information is provided for reference purposes only and is not intended 
as a warranty or guarantee. Solmax assumes no liability in connection with 
the use of this information. Please check the revision date and refer to our 
website for the latest updates.
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1. INTRODUCTION 
The OSMORIA™ Geoclean® aquatextile is a high-performance material designed for integrated, sustainable management 
of runoff water. When installed in infiltration structures, it effectively removes hydrocarbons and polycyclic aromatic 
hydrocarbons (PAHs) from water passing through it, protecting subsoils, surface water, and groundwater from pollution, 
and preserving biodiversity.

The aquatextile is durable and engineered to withstand the demands of public works projects. It is lightweight and easy  
to install. 

To ensure optimal performance and longevity, please follow these guidelines:

•	 Adhere to the project manager’s specifications regarding materials to be used in conjunction with the aquatextile, the 
thickness of the top layer, and the type of traffic expected.

•	 Follow the installation recommendations below. 

2. BEFORE INSTALLATION 
1. Layout plan
Before installation, create a layout plan to optimize the roll sizes relative to the structure.  

Ensure a 50 cm overlap between strips of aquatextile. Extend the aquatextile along the outer edges of the infiltration 
structure to prevent untreated lateral flow. It should extend at least 30 cm above the highest expected water level.

2. Storage of rolls before installation 
•	 Store the aquatextile rolls on a flat, clean, horizontal surface.

•	 Ensure the ground is free of objects or sharp stones.

•	 Check that the packaging is intact, especially if the rolls are stored outdoors for extended periods.

•	 Rolls can be stacked in a pyramid formation up to three high, ensuring the base rolls are stable.

•	 For long-term storage (over several weeks), protect the rolls from the weather, using a tarpaulin if necessary.

•	 Keep the rolls in their original packaging until installation, and retain the packaging for any unused portions. 

3. INSTALLATION
1. Unrolling the aquatextile 
•	 Unroll the strips on a clean, level surface, ensuring no sharp objects are present. Follow the layout plan and maintain the 

recommended overlaps.

•	 The blue side of the aquatextile must face upward, with the white side in contact with the permeable soil or lower 
drainage layer. Water should flow from the blue side to the white side.

•	 For sensitive soils (e.g., karst or water-sensitive soils), consider adding a waterproofing layer for additional protection. 
This should be assessed on a case-by-case basis.
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Figure 1: Lay the OSMORIA Geoclean strips in the designated parking area. Begin weighting them with granular 
material, starting at the overlaps and edges to prevent wind disturbance

Figure 2: Covering of the aquatextile of the construction machinery parking area with top permeable surface course

2. Backfilling 
•	 Backfill over the aquatextile using the specified granular material and to the specified thickness.

•	 Avoid driving any machinery directly over the aquatextile.

•	 The backfill layer protects the aquatextile from UV rays and wind stress.

•	 For sloped areas, begin backfilling from the bottom of the slope upward. Ensure slope stability is evaluated beforehand.

•	 Only compact the backfill material if specified in the design.



5Installation Guideline | OSMORIA Geoclean | Permeable construction machinery parking area

Diagram 1: Permeable construction machinery parking area with a granular drainage layer

Diagram 2: Permeable construction 
machinery parking area with direct 
infiltration

4. SCHEMATIC DIAGRAMS
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About Solmax
Solmax is a world leader in sustainable construction solutions, 
for civil and environmental infrastructure. Its pioneering products 
separate, contain, filter, drain and reinforce essential applications 
in a more sustainable way – making the world a better place. 
The company was founded in 1981, and has grown through the 
acquisition of GSE, TenCate Geosynthetics, TenCate AquaVia 
and PROPEX. It is now the largest geosynthetics company in the 
world, empowered by more than 2,000 talented people. Solmax 
is headquartered in the province of Quebec, Canada, with 
subsidiaries and operations across the globe.

Uncompromised quality
Our products are manufactured to strict international quality  
standards. All our products are tested and verified at our  
dedicated and comprehensive laboratories which maintain 
numerous accreditations. We offer our partners a wide scope 
of testing according to published standards to ensure products 
delivered to sites meet specified quality requirements.

Let’s build 
infrastructure 
better

Solmax is not a design or engineering professional and has not performed any such design services  
to determine if Solmax’s goods comply with any project plans or specifications, or with the application  
or use of Solmax’s goods to any particular system, project, purpose, installation, or specification.

Products mentioned are registered trademarks of Solmax in many countries of the world.


